
1. Unscrew the windshield from the 
windshield bracket.
2. Slide the NaviGrip bracket (1) under 
the windshield bracket so that the holes 
in the NaviGrip bracket (1) and the 
unused holes in the windshield bracket 
match.
3. Tighten the NaviGrip bracket (1) to the 
windshield bracket using screws (2) from 
the top of the windshield bracket and nuts 
(3) from the bottom of the NaviGrip 
bracket (1). Tighten connections using 
6Nm (4.42 lb-ft).
4. Install the windshield using the 
previously used mounting holes as per 
the motorcycle manual.

1.  Odkręć szybę od wspornika szyby.
2. Wsuń wspornik NaviGrip (1) pod 
wspornik szyby, tak by otwory we 
wsporniku NaviGrip (1) i nieużywane 
otwory we wsporniku szyby pokrywały się.
3. Przykręć wspornik NaviGrip (1) do 
wspornika szyby używając śrub (2) od 
góry wspornika szyby oraz nakrętek (3) 
od spodu wspornika NaviGrip (1). 
Połączenia dokręć używając momentu 
6Nm.
4. Zamontuj szybę używając pierwotnych 
otworów montażowych zgodnie z 
instrukcją obsługi motocykla.
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Instrukcja instalacji Installation manual

NaviGrip
Wspornik Honda VFR1200X Crosstourer 

NaviGrip
Honda VFR1200X Crosstourer bracket

Zestaw zawiera: Set includes:

Wspornik szyby 
Windshield bracket
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